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LAGARDE

G4 & G5

CATEGORY: Agricultural
CUTTING WIDTH (m): 2.00 - 4.50
FLAIL MOWER: Rear

MORE DETAILS
www.lagarde-sas.fr



THE 2- OR 3-ROTOR ROTARY MOWER
FOR UNGRAZED PASTURE AND CROP RESIDUE

These top-of-the-range LAGARDE rotary mowers have assets you’ll find hard to resist — efficiency, strength and versatility.
They meet the highest quality standards yet offer outstanding value for money.

THE STANDARD ESSENTIALS

Body structure in reinforced high tensile steel

Shredding quality improved by body with internal compartments

Cranked and twisted treated steel blades for better updraft

Fine shredding guaranteed by two superimposed blades

Cutting heads retract in the event of impact, to protect parts

High quality bell crank gearbox protected by a safety device

Gearboxes protected by clutch

Front and rear chain guards fitted as standard

Skids have three-point screw fastening to mitigate the risk of deformation
Ground following 360° swivel wheel - 2 wheels on G4/G5, 4 wheels on G5R

G4200 G4225 G4250 G5300 G5320 G5340 G5R360 G5R400 G5R 450

2000 2250 2500 3000 3200 3400 3600 4000 4500

2100 2350 2600 3100 3300 3500 3740 4140 4640

other widths on request




Rigid model Wing lift model (G5R)

BODY
HITCH Body structure in reinforced
Folded sheet metal hitch high tensile steel

TRANSMISSION N

Box with 540 rpm input and
drive shaft with clutch pro-
tection as standard

Service life
twice as long
—
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Sevvice life three
times as long
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WEAR PARTS
Adjustable HDX skids with
wear-resistant sole plates. 360° swivel rear
wheels with shock
absorber

ROTOR
2 or 3 blade rotors standard
with 2 cutting levels

CUTTING HEADS

Optional counter
blades for finer
shredding

Double blades




G4200 G4225 G4250 G5300 G5320 G5340 G5R360 G5R400 G5R 450

Working width (m) 2.00 2.25 2.50 3.00 3.20 3.40 3.60 4.00 4.50
Overall width (m) 2.10 2.35 2.60 3.10 3.30 3.50 3.74 4.14 4.64
Transport width (m) - - - - - - 2.05 2.05 2.30
Type of hitch Axial hitch CAT 2
Weight (kg) 968 1005 1043 1170 1200 1240 1588 1635 1715
No. of rotors 2 2 2 3 3 3 3 3 3
No. of blades 8 8 8 12 12 12 12 12 12
Gearbox (HP) 125 125 125 150 150 150 150 150 150
PTO (rpm) 540 540 540 540 540 540 540 540 540
PTO shaft 1%", 6 splines, clutch safety (free wheel option)
Front protection

Chain guard
Rear protection
Ground following Height-adjustable skids, 360° wheels standard
Required power (HP) 70 75 80 85 920 90 100 100 110
Solid tyre
Rear centre roller
Rear side rollers - - - - - -

Free wheel on PTO shaft
Friction clutch on PTO shaft
Counter blades

Road signalling kit

Cutting tool kit

Standard = Not available o Optional
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